**Models**

- Square
- Round

**Sizes**

- Small: 2.5” x 2.5”
- Medium: 3.5” x 3.5”
- Large: 6” x 6”

**Types**

- Pendant
- Sconce
- Surface Mount
- Yoke

---

**NOVA**

- LED modules:
  - Up to 2000 lumens
  - 2700K, 3000K, 3500K, 4000K CCT
  - 80 or 92 CRI
- Internal, remote or tethered driver, 100-277VAC input
- Dimming: 0-10V or Phase; Lutron EcoSystem, DALI, or DMX
- Narrow (10˚), very wide (94˚) and asymmetric wall wash & double wall wash optic options
- Honeycomb louver and diffuser options
- L90(10k) > 55,400 hrs
- ETL listed for damp locations
- Precision machined aluminum construction
- Stainless steel hardware
- 5-Year Limited Warranty – see terms & conditions for more details

---

**Finish Options**

- **Basic Powder Coat**
  - Gloss White
  - Satin White
  - Textured Matte White
  - Textured Matte Black

- **Satin Anodized Effect Powder Coat**
  - Clear Silver
  - Oil-Rubbed Bronze
  - Dark Bronze
  - Satin Black

- **Metallic Powder Coat**
  - Silver Gray
  - Charcoal Gray
  - Copper
  - Brass

- **Gloss Powder Coat (80-95% Gloss)**
  - Orange
  - Red
  - Magenta
  - Blue

- **Aluminum**
  - Brushed Aluminum
  - Cost adder applies

- **Special Order**
  - RAL _ _ _ _
  - Most RAL Classic Colors
  - CAT _ _ _ _
  - Tiger Driyac and TCI Catalogs

- **Custom**
  - CCM _ _ _ _
  - Custom powder coat color matching

See [alwusa.com/finishes](http://alwusa.com/finishes) for more details.

---

Specifications subject to change without notice.